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Blue Thunder Viper Cam is a combination of a amazing creature 

camera. High Resolution camera with 350K Pixel CMOS Sensor 

giving the best solution for resolution. Snake-Shape stand enable 

wide viewing angle for users. Users also enable to make video 

and audio conferencing with its built-in microphone. Confrencing 

in the dark is no longer a dream,  with Viper Cam Night Vision 

Infra Red LED and 7 Bright LED Reading Light enable chatting 

with your friends or beloved one all night long. Its adjustable lens 

allow you to manage the clearest image in range. The Intteligents 

of Auto Exposure and Brightness control making this device user 

friend and even easy for beginner. Making photo capture is easier 

with Snapshoot Button and send it to your friends around the 

world.

Features:
·	 Attractive flexible Snake-shape Camera

·	 High Resolution ~ 350K Pixel CMOS Sensor

·	 Adjustable Focus

·	 56 Degree Diagonal Range

·	 Built-in Microphone for video & audio conferencing

·	 2 Infra Red LED for Night Vision

·	 Snap Shoot for Easy Photo Capture

·	 Auto Exposure & Brightness Adjustment

·	 7 Bright LED Reading Light

·	 Window, MSN & Yahoo Messager Compatible 

·	 Easy Installation

·	 User friendly

Digital USB PC cam

VIPERCAM



S p e c i f i c a t i o n s

Software	 Utilities	 AMCAP Utilities										

Power Supply	 Power Consumption	 Full Run: 180mw				
Working Current:	 < 25mA				
Standby Current:	 < 10 UA																	

Connectivity	 USB1.1	
USB 2.0	
Hot Swapping	

Accessories	 Driver	 Win98/SE	
Software	 VGA Soc PC-Camera	
Cable	 USB Cable	
User Manual	 Blue Thunder™ Viper Cam

System	 Microsoft Windows 98,SE,ME,2000 or Xp / Mac 8.6 or later		
Requirement	 Minimum of 500MHz processing speed			

Minimum of 400MB available hard disk space			
Minimum 128MB RAM			
CD-ROM (for driver installation)			
*Yahoo Msg / MSN Msg Compatible*
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General	 Sensor	 CMOS Sensor	
Pixel	 300K Pixel	
Dimensions	 235 x 45 x 80mm(H*W*L Mm)	
Weight	 102g Included USB Cable	
Material	 Solid PVC / Metal	
Module	 Built-In Microphone		

7 Bright White LED Reading Light

Resolution	 Video	 VGA 640 X 480 Pixels	
Photo	 1280 X 1024 (Software Enhance)			
Max Frame Rate	 30 Fps			
Min. Illumination	 5 Lux@ F1.2			
Image Format	 RGB 24		

Lens	 Range 	 56 Degree Diagonal			
Focus	 Adjustable Focus			
Viewing Angle	 92°Horizontal			
Distance	 80cm to infinity			
Definition	 >300 TV Line								

Color 	 Black	

Function	 Camera	 Photo Snap Shoot Button			
Night Vision	 2 Infa-Red LED for Night Vision			
Zoom	 Yes			
Brightness	 Auto 				
Exposure Control	 Auto 				
Extra Control	 Backlight Compensation					

Black & White				
Image Control	 Mirror / Flip / Low Light
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